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þÿ�S�c�a�l�e�:� ���’

SECTION D-D

þÿ

Heat weld foam

8’’

þÿ

þÿ���’�’� 

L Exterior girderc

L

þÿ���’�’� �e�m�b�e�d�d�e

þÿ  �’�’�s�e�a�l� � �s�u�p�p�o�þÿ

þÿ���’�’� � �

Holes for conduits as required

þÿ�1�’�’� �x� 

Clip angle
8’’ x 8’’ x 1’’

Joint angle

4’’ thick foam seal (shown hatched)

*

*

* Space to miss conduits

Finger plates

Bottom of

diaphragm

þÿ���’�’� �s�l�i�d�i�n�

4’’

þÿ���’�’� � � � �x�

(typ.) @ 9’’ c/c

þÿ�P�   �’�’� �x� �

þÿ���’�’� � � � �x� �8�’�’

@ 9’’ c/c

þÿ�1�’�-

Bearing

stiffeners

þÿ ��’�’

þÿ ��’�’

þÿ���’�’� �s�l�i�d

þÿ���’�’� �e�

plate

þÿ��

þÿ ��’�’

þÿ���’�’� �s�l�i�d�i�n�

þÿ���’�’� �e�m

bent plate

þÿ�
4 

þÿ�
�
6’’

3’
’

Note:

Drainage trough not shown

for clarity.

þÿ��

þÿ 9�’�’� � � �h�o�l�e� �i�n� �s�l�i�d�i�n�g� �p�l�a�t�e

þÿ�F�o�r� �a�  &�’�’� � � �c�o�u�n�t�e�r�s�u�n�k� �b�o�l�t� 

between sliding plate and embedded plate.  Spacer welded

to the embedded plate and hex. nut welded to the

embedded plate.

Cheek wall

þÿ�3�

4’’

Gutter line

Varies depending

on parapet

configuration

þÿ���’�’� � � � �x� �6�’�’� 

these studs only

1.

2.

Notes:

For parapet dimensions see

BR-SS(6.25)-84-159B.

Diamond back parapet shown, for

exact configuration see Typical 

Section.
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8/19/04

10-17-05

FINGER JOINT DETAILS (42’’ F-SHAPE PARAPET)

FOR BRIDGES WITH STEEL STRINGERS

WITH SKEW ANGLES BETWEEN 50^ AND 90^

13BR-SS(7.18)-04-321B

OFFICE OF STRUCTURES

OFFICE OF STRUCTURES


